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Our Saplings

Our factory currently relies on solar power for approximately 20% of its total
electricity consumption, fluctuating between 19% to 21%. With the onset of
summer, we anticipate this figure to rise to 22%.

In 2024, we expanded our solar infrastructure, increasing generation capacity
from 800 kW to 1200 kW. As part of our continued commitment to
sustainability, we’re now set to add an additional 800 kW—bringing our total
solar power capacity to 2000 kW, marking a remarkable 150% increase since
plopich

As part of our commitment to social impact, we donate between 1500 to 2000
kilowatt-hours of electricity monthly to the government, benefiting households
in neighboring villages.

Embracing energy-efficient technologies, we've replaced conventional bulbs and
tubelights with LEDs, resulting in an 80% reduction in electricity consumption.

In line with our sustainability goals, we operate electric forklifts in the factory,
prioritizing electric vehicles over gas-powered alternatives.
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Briliant Series Calacatta Series lcon Series

Multicolor Series Neo Series

Pastel Series Plain Series Prism Series

Starlight Series Terrazzo Series

- EEEEE




2,
N

N
U

&

@ Glowstone_International_Brochure.pdf 70 07-09-2026 12:00:19 PM

COMPARISON

Characteristics

Glowstone

Quartz

Imported
Marble

Granite

Porcelain
Tiles

Composite
Marble

Resistant to
Chemicals

Hardness

Resistant to
Impacts

Resistant to
Stains

Resistant to
Scratch

Resistance to
Oil Absorption

Heat Resistance

Non-Porus

Resistant to
Microbial
Growth

Maintenance

Water
Absorption
Resistence

Size and Color
Consistency

Design options

Full Body

High

High

High

High

High

High

High

High

High

Low

High

High

High

Yes

Low

Low

Low

Low

Low

Low

Low

Low

Moderate

High

Low

Low

Moderate

Yes

Moderate

Moderate

High

Moderate

High

Moderate

Moderate

Low

Moderate

Low

Moderate

Low

Low

Yes

High

Low

Low

High

Moderate

High

High

High

High

Low

High

High

High

No

Low

Low

Low

Low

Low

Low

Low

Low
Low
High
Low

Low

High

Yes
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TECNICAL
SPECIFICATIONS

Values
Observed

Standard Test Description

1 ASTM C 97 Water Absorption, % 0.03
2 ASTM C 97 Specific Gravity, g/cm® mean value 2.33
3 ASTM C 1895 Moh’s Hardness 7-8
4 ASTM C 170 Compressive Strength (MPa) 247.4
Dry Condition
Compressive Strength (MPa)
Wet Condition 257.8
5 ASTM C 880 Flexural Strength (MPa) 80.3
Dry Condition
Flexural Strength (MPa)
Wet Condition 103.7
6 ASTM C 1028 Static Co-efficient of Friction 0.62
Dry Condition
Static Co-efficient of Friction
Wet Condition 0.36
7 ASTM C 241 Abrasion Resistance, Ha 21.5
8 ASTM C 1026 Freeze & Thaw Resistance Passes the test
9 ASTM C 650 Acid Chemical Resistance Test Passes the test
10 NEMA LD 3-3.6 High Temperature Resistance Test Passes the test
1" ASTM C 1378 Staining Resistance Test Passes the test
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CERTIFICATIONS
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QUARTZ SURFACES

Corporate Address: - Glowstone Quartz

J-11, Azad Nagar, Near Maha-Pragya
Circle, Bhilwara - 311001 (Rajasthan) India

Factory Address:- Glowstone Industries

Village Baran, En Route Banera, District
Bhilwara - 311401 (Rajasthan) India

+91 92160 13085

> www.glowstone.co.in @ sales@glowstone.co.in




